PRIMAX-MODUL rebaro)

Die besondere Nah- und Fernwdrmestation FERNWARMETECHNIK

smart heating solutions



rebarg

FERNWARMETECHNIK

PRIMAX-MODUL

Die besondere Nah- und Fernwarme-
station

Die besondere Komplett-Lésung fir das
Ein- und Mehrfamilienhaus in 2 Leistungs-
gréBen. Besonders fiir Niedertemperatur
geeignet, da Warmwasserbereitung primar-
seitig moglich.

lhre Vorteile:
- Primaranschluss:
links, rechts, oben oder unten
- Verschweif3te Rohrverbindungen
- 10 Jahre Garantie auf Schwei3nahte
- Einfache Montage
- Flexible Bauweise
- Wartungsfreundlich
- Hochwertige Einbauteile
- Kurze Lieferzeiten
- Starkes Preis-Leistungsverhaltnis

Technische Daten (Allgemein):
- Vol.stromregler mit Stellmotor
- Modernste Regelungstechnik

- Bis zu 5 Sekundargruppen

- Mit oder ohne Notstellfunktion
- TWE Primar

Technische Daten (PRIMAX-Modul 1)
- Vol.strom Primar 1,5 m®/h
- Primar-Anschluss DN20

Technische Daten (PRIMAX-Modul 2)
- Vol.strom Primar 4,4 m®/h
- Primar-Anschluss DN32

Die Maf3e (PRIMAX—Modul. 1)
- Héhe: 1100 mm
- Breite: 1200 mm
- Tiefe: 450 mm

Die MaBe (PRIMAX—Modul 2)
- Hoéhe: 1350 mm
- Breite: 1450 mm
- Tiefe: 550 mm
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The special local heating station

A special comprehensive solution for single-
family homes and apartment buildings with
various connection possibilities in 2 different
output ratings. Especially suitable for low
temperature because of primary water heating.

Benefits:
- Primary connection:
left, right, on top or at the bottom
- Welded piping connections
- 10-year guarantee on welds
- Simple assembly
- Flexible design
- Easy to service
- High-quality mounting parts
- Fast delivery
- Impressive value for money

Technical data (general):

- Volume flow regulator with actuator

- State of the art control technology

- Up to 5 secondary units

- With or without emergency control function
- Drinking water heating (as primary function)

Technical data (PRIMAX-Module 1)
- Primary volume flow 1.5 m®/h
- Primary connection DN20

Technical data (PRIMAX-Module 2)
- Primary volume flow 4.4 m®/h
- Primary connection DN32

Dimensions (PRIMAX-Module 1):
- Height: 1100 mm
- Width: 1200 mm
- Depth: 450 mm

Dimensions (PRIMAX-Module 2):
- Height: 1350 mm
- Width: 1450 mm
- Depth: 550 mm
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